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1,000 V PLUNGING DIAGONAL �UTTERS, LENGTH 200 MM

Article number: 108784

Dip-insulated safety pliers, VDE-tested - handles with 

two-tone plastic dip insulation for optimum safety. If the out-

er red insulation layer is damaged, the now visible lower orange 

plastic insulation signals that there is no longer 100% safety 

in accordance with the safety standards. 1000 V power side 

cutter DIN ISO 5749 A, mounted joint, with induction hardened 

precision cutting edge ( approx. 64 HRC), for all wires, also for 

piano wire, made of electrical steel. Length 200 mm (8")

Length (mm) 205 mm

Width (mm) 80 mm

Height (mm) 35 mm

Weight (kg) 0,34 kg

Attribute Value

Shape Kraftseitenschneider

Long 200 mm

head width 80.5 mm

Head height 63 mm

Insulated Yes

Protective insulation 1000 V Yes

ESD tested No

Surface protection verchromt

surface treatment sandgestrahlt

handle cover kunststoffbeschichtet

VDE-tested Yes

With stripping function No

cutting length 12 mm

GTIN: 4021103087848
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The technical data are empirical values according to the current state of production and are subject to customary tolerances, 
but do not represent guaranteed properties. We reserve the right to make technical changes.


